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exterpark Adjustable Pedestals

The best ally to build and level the foundations of your outdoor decking

Exterpark adjustable pedestals offer a robust yet lightweight solution for
elevations ranging from 5 to 63 cm in outdoor spaces.

Manufactured with recycled polypropylene

e Designed to withstand heavy loads.

Tested by Applus laboratories with 4000 kg over 1 sgm on different decking

materials: natural wood and WPC.

e Resistant to direct compression breakage

e Endures adverse weather conditions like UV rays, moisture, and
temperature fluctuations.

e Ideal for housing hydraulic and electrical installations.

e Optimizes thermal insulation, promoting air circulation while minimizing
moisture accumulation and condensation.
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1. COMPONENTS
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Pedestal from 5 to 13 cm Pedestal from 13 to 63 cm

() BASE

The supporting platform that provides stability to the pedestal.

SN 6 Anchoring Points
Central L /[ ' of 6.5 mm @
Structure: 5 \

46.5mm @

4 Internal
Drainage Holes

Total Base Diameter: 150 mm

@ LEVELING THREAD

Allows adjusting the pedestal height to set the right leveling height.

= 3 mm Thread: 2 mm Thread: For pedestal
For pedestal size size 5/7 cm and range 13/18
7/10 and 10/13 cm up to 58/63 cm
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® ToP

- Diameter: 90 mm. Features 4 axes for anchoring and aligning Exterpark joists.
- Includes a 90-degree section for standard joists.

Anchoring channel
for Exterpark
joists

90 mm
3 SIZES 3 mn 65 mm pedestals from
for 5/7 pedestal for 7/10 pedestal 10/13 0 58/63

(®) ADAPTER & (3 TUBE

ADAPTER <

Joins and secures the
tube to the thread Available in 10 dimensions for

pedestals from 13/18 to 58/63
according to installation needs
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2. RANGE OF HEIGHTS

PEDESTAL ADJUSTABLE HEIGHT

from 50 to 70 mm

from 70 to 100 mm
from 100 to 130 mm

NEW VERSION WITH TUBE STARTING FROM 130 MM

PEDESTAL ADJUSTABLE HEIGHT

from 130 to 180 mm
from 180 to 230 mm
from 230 to 280 mm
from 280 to 340 mm
from 340 to 380 mm
from 380 to 430 mm
from 430 to 480 mm
from 480 to 530 mm
from 530 to 580 mm
from 580 to 630 mm

exterpark
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3. INSTALLATION INSTRUCTIONS

3.1. Preparation:

- Make sure the area is compacted, waterproof, and free of obstacles.
- Ensure there is a minimum 2% slope for water drainage.
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3.2. Pedestal Placement
- Spacing Along Joists Line:

- For Exterpark aluminum joists, pedestals should be spaced 55 cm apart
(center to center).

- For other joists types, check specific spacing requirements.

- Joist Spacing:
- The distance between joists depends on the type of deck being installed.

- For Exterpark Tech One, Cube, and Supreme, the most frequent joist
spacing is 36.66 cm.

Note: Always refer to the specific product guidelines for exact measurements and instructions.

Distance according to the selected Exterpark
product.

. 550 mm on centres
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4. FIXING METHODS

Different methods to fix Exterpark adjustable pedestals to the substructure:

ANCHORS OR SCREWS

To secure the pedestals to the ground, follow
these steps:

1. Drill the ground at the marked points.
Be careful on waterproofed surfaces.

2. Insert and tighten the screws into the
corresponding threads, or install anchors if a
stronger hold is needed.

Screw and

nylon | { Industrial
dowel anchor

The base of the Exterpark pedestal has

6 anchoring points with a diameter of 6.5 mm,
ensuring a firm and stable fixation.

ADHESIVES

Use polyurethane, epoxy, or polyester adhesives on surfaces where drilled
anchors are not feasible.

The most common case for using adhesive is when there is a waterproofing
membrane that cannot be damaged. -1
Steps to follow:

1. Apply the adhesive to the base of the pedestal.

2. Place the pedestal in its designated position
on the ground.

3. Allow the adhesive to fully cure according to
the manufacturer's instructions before applying
any load.
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5. LEVELLING ADJUSTMENT

Exterpark offers leveling wedges in 3 sizes and 3 colours for easy identification
helping to level joists from 3 to 50 mm and adjust pedestals on slopes.

Steps for effective leveling:

1. Choose the appropriate wedge based on the needed level adjustment:

s

Level from 3 ta 16 mm G ' e
GREY WEDGES

&=

Level from 3 to 30 mm
BLACK WEDGES

Level from 3 to 50 mm

The grooved surface prevents slipping
and ensures proper positioning

Tip: For optimal height and balance, place the
wedges on top of each other at 2/3 of their total

ADJUSTABLE PEDESTALS
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2. Determine the current level: Identify the highest and lowest points of the
surface where the deck will be installed.

The ultimate goal of proper levelling is to build a stable, uniform, and flat
platform. The deck will be installed on this foundation, which must be highly
compacted with no gaps or spaces for movement.

3. Install the wedges: Place the leveling wedges on the joists and/or
corresponding pedestals. Adjust the height until the desired level is achieved,
ensuring the surface is uniform and compact.
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