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Leveling joists with Wedges

Exterpark leveling Wedges will be of great use in outdoor areas with ceramic or cement flooring as a base with a minimum 
height point of 38mm to accommodate exterpark low aluminum joist (15,5mm) and Exterpark decking board (22mm) and 

a maximum depth of 87cm.

Preparation

� Ensure the base is non-porous, doesn�t retain water, and has a proper drainage slope of at least 2% to prevent

water pooling.

There are 3 sizes of wedges
Figure 1. Wedges

Figure 2.

Smallest Medium Bigger

� We will use the wedges to achieve a well leveled and compact joist platform.

� Start with the smallest wedge (red color) at the highest point and proceed with medium size wedge (grey) as the slope 

goes down until the bigger size wedge (black) which will allow to elevate the joists up to 49mm from base level.

� The exterpark wedges have teeth which help interlock 2 wedges and interlock with the base of the joist too.

Figure 3.
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Installation on Pine Beams with aluminum joists accross

� If we find wood beams at a span in between 40cm and 55cm span we can lay aluminum 27mm

joists across.

� 55cm span between wood beams will optimize the consumption of substructure wood beams.

� Screw the aluminum joists to the wooden base or to each other, ensuring substructure beams are 

spaced no more than 550mm apart.

Figure 4.

Figure 5.
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Installation with Aluminum Battens Along the wood Structure

� When we find substructure wood beams at a span around 30-40cm we can install aluminum low 

joists 15mm which will in addition serve as a protective layer.

Figure 6.

Figure 7.
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Installation with Pedestals

� We will use our heigh adjustable pedestals when we need to reach a deck level of 10cm from

base starting with our first 5 to 7cm pedestal and up to 68 deck level with our tallest pedestal

reaching 63cm.

� We can also use wedges to adjust the pedestals onto the slope.

� The aluminum joists will click onto the upper part of the pedestal.

Figure 8.

Figure 9.



The half clip will be used to hold one of the sides of the starting board.
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Installation Sequence

Starting Clip / Half Clip

1 2

3

Figure 10.

Figure 12.

Figure 11.
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Usage use 1 clip per joist except short end connections which will use 2.

The magnet S clip is easy to install. Just slide it into the joist and when we reach close to the 

board we twist it into locking position to fit into the board grooves.

Magnet S Clip 
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Figure 13.

Figure 14.

Figure 15.

Figure 16.
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Double Blocker

The patented double blocker allows natural movement of the decking boards while keeping them in place.

This element is a must for wpc/pvc decking boards which always require expansion gaps at short end connections.

Installation

� Drop 1 double blocker into the aluminum joist track ideally in the aluminum which will be in the middle of the

decking board.

� Position the board in angle fitting into the magnet S clip and drop the board down with certain strength.
� The upper pin will lock into the board and a second pin below will be released which will lock into the aluminum joist.

� The upper pin will prevent the board from moving lengthwise while the lower pin will prevent the board from moving 

side ways.

WPC/PVC use 1 blocker per each board, long or short. Always.

Bamboo and natural wood use 1 blocker on the first board and end of each row of boards and every 8lm if needed.

Figure 17.
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Board Joining

Expansion Gaps
Necessary for WPC/PVC boards to allow for temperature-induced expansion and contraction

4mm4mm

Use 2+2 clips at all joints.

Guideline use 2 clips + 2 clips at the joints

of each board.

Temperature Adjustments:

� No gap is needed if installation occurs at the 

maximum daily temperature.

� A 2-4mm gap is required if installation occurs 

at the minimum daily temperature.

� Adjust the gap based on the temperature 

difference between day and night.

Figure 18.

Figure 19.
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Board Opening with Tool

1

2

Figure 20. Figure 21.

Figure 22.

The magnet S system is a fully accessible 
system. Any board can be opened up, 

even in the middle of the deck.

Position the opening tool on the board. 
Ideally in the center position.

Pull up and open the board as needed.
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Reinstalling a Board with Half Clip

Double

Blocker
To prevent

1 2

3 4

5

Figure 23. Figure 24.

Figure 25. Figure 26.

Figure 27.

Once 1 board has been removed in the middle of the installation we will follow the following 
process to reinstall that same board or a new one:

� Remove all clips on the side of the board which has the tongue and change them by half clips.
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6
Figure 28.

7
Figure 29.

CLICK

8
Figure 30.

� Angle the board and connect one groove side with the magnet S clips (Figure 28).

� Position the other half clips well aligned with the other already positioned half clips (Figure 29).

� Then click the board into place (Figure 30).

� Ensure that the board is securely fitted and stable.

Note: Always adapt the installation method to the specific environment and conditions to ensure 
optimal performance and durability of the decking system.
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